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The 12 Zone Walkthrough is a multi-purpose metal detector used for high throughput whilst 
maintaining a reliable zone detection. The 12 zone’s typical applications include Transportation 
facilities, Asset protection, Corporate security, Correctional facilities, Critical infrustructure, 
entertainment facilities and government buildings. Several units can also be placed within close 
proximity without causing any electromagnetic interference.

Overveiw

Outer Dimensions: 800mm (W) x 2200mm (H) x 500mm (D)
Inner Dimensions: 700mm (W) x 2010mm (H) x 500mm (D)

Features
Detection in 12 Horizontal Zones
Light weight design, Weighs less than 85Kg
Vertical L.E.D Light bar indicates location of Threat or multiple threats on LED Light bar
Automatic and Manual individual zone adjustment to reduce false alarms
Multiple enviromental conditions
Excellent discrimination with low unwanted alarm rate, that eliminates the 
need to empty pockets of normal amount of keys, coins etc..
Transmitter and receiver sensor positioned in both panels to allow person to 
be screened both sides

Specifications

Outer Dimensions: 800mmx 2200 mmx 500mm
Inner Dimensions: 700mm x 2010 mm x 500mm

Power Supply: 115 / 230VAC = 15%, 50 60 Hz 40 VA Max

Zones: 3 Horizontal / 4 Vertical/ Total 12

Weight: 84Kg

Working Temperature / Humidity: 
4Fº(-20°C) to+158F(+70°C) ~ 90%  (None-condensing)
Storage Temperature / Humidity: 
-31Fº(-35°C) to+158F(+70°C) ~ 90%  (None-condensing)

12 ZONE WALKTHROUGH - Multi Zone Security Metal Detector


